| 8 | C | D £ | F | G |
US Army Corps
of Engineers
3
BLDG. NO. TITLE DWG. REF. NO. .gl
DWO. REFLND. 3
— — —
1 HOTEL/CITY HALL A-23
2 APARTMENT A-25
3 SCHDOL A-33 §
4 TOWNHOUSE A-27 :l
5 TOWNHOUSE RUBBLE A-28 /' °
6 BUSINESS/RESIDENTIAL A-29
7 OFFICE A-31 / /Iétl)-bGétJTTRT\/_\
8 OFFICE RUBBLE A-32 / él
9 WAREHOUSE A-39 / 4
5 H
10 SERVICE STATION RUBBLE A-38 l * RETAIL/CO MERCIA!g
1 . (CENTRAL BUSINES P
RETAIL/BANK A-41 I ISTRICT) P
12 RESIDENTIAL A-35
13 RESIDENTIAL RUBBLE A-36 \
\ ;
\ M!JLTI- AMILY RESIDENTIAL &
(HIGH DENSITY)\/ g
SINGLE BARREL ARCH CULVERT \ SN
OR BRIDGE STRUCTURE
(SEE NOTE 2) \ PUBLIC
\ INSTITUTIONAL / 3
N \ B / J
N // H g3
STORM SEWER ~ - — g
OUTLET B ~ — - ¢ 18 223
—_— wle |S5[2RE
ol|s 1 8 8
SRR URBAN LAND USE (TYPICAL) s §18 gi gff
8|8 ||
NO SCALE
DRAINAGE ———_ _
CHANNEL S
© Y
GENERAL NOTES: . B8 |s
2 : ®
1 1. LAYOUTS DEPICTED ON DRAWING ARE FOR 3 (s |8 z
ILLUSTRATIVE PURPOSES ONLY AND SHALL 2 szlz 82 2
BE ADAPTED TO SPECIFIC SITE CONDITIONS. e
2. BRIDGE OR ARCH CULVERT STRUCTURE SHALL oY
7 = HAVE A MINIMUM SIZE OPENING OF 1.8m x 1.8m §§'
r— / R ALLOW TROOP MOVEMENT UNDER ROAD. o,‘f%
r tLe 3. DRAINAGE CHANNEL SHALL BE DESIGNED WITH é%g
(—7-5m ADEQUATE SLOPES AND LENGTH TO PREVENT BT
— 4
L e 27m pm— STANDING WATER. géw
5.7m | 13 &z
N 4 »0Z
—1 E"E
] “g
v >5a
LEGEND
3.0m ROADS - é
BUILDINGS |:| 2
a nZ
MANHOLE & cz>§
= z =
< & =&
PARKING ARE A STORM SEWERS Y oa §Eg
@x
CONCRETE TURN PAD W 2 §ae
o
s % N <
RUBBLE w9 xzZg
Q < e
2 s 28
S a°
< =z
< o
w
O
@x
o
w
Sheet
reference
number:
Sheet of
| | | | | |




